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LUVOCOM 3F PPS 9937 BK PPS compound, unreinforced, black  

LUVOCOM 3F PPS GF 50300 BK PPS, 25 % glass fibers, UL94 V0 flammability, black  

LUVOCOM 3F PPS CF 9938 BK
PPS, 15 % carbon fibers, EN45545-2 conformity, UL94 V0
flammability, black

 

LUVOCOM 3F PPS CF 50899 BK PPS, 10 % carbon fibers, UL94 V0 flammability Download

LUVOCOM 3F PPS CF 50353 BK
PPS, 30 % carbon fibers, electr. conductive <103 Ohm, UL94 V0
flammability

 

LUVOCOM 3F PEI 50236 GY
PEI compound unreinforced, EN 45545-2 conformity, UL94 V0
flammability, grey

 

LUVOCOM 3F PEKK 50082 NT PEKK compound, V-0 flammability, natural  

LUVOCOM 3F PEEK 9581 NT MP
PEEK compound, NORSOK M710 qualified, micro pellet, UL94 V0
flammability

 

LUVOCOM 3F PEEK 50260 NT
PEEK compound, NORSOK M710 qualified, standard pellet, UL94
V0 flammability

 

LUVOCOM 3F PEEK GF 9761 BK PEEK, 30 % glass fibers, UL94 V0 flammability, black  

LUVOCOM 3F PEEK CF 9676 BK
PEEK, 15 % carbon fibers, NORSOK M710 qualified, UL94 V0
flammability

 

https://www.lehvoss.de/fileadmin/Compounds/PDFs/LUVOCOM_3F/Data_sheet_LUVOCOM_3F_PPS_CF_50899_BK-en-ISO.pdf

